
5 pcs. 3 mm XLaZerleds for External 24V
5 pcs. XLaZer diodes ready for mounting with a 1, 0 m cord and mounting

frames/collars. 100% waterproof for outdoor mounting. 25 * 1200 mCD

Delivered ready for mounting with a 1,0 m cord and mounting

frames/collars. Note that the diodes are 100% waterproof.
Buy online at www.matronics.eu/240076

Product overview

Blue
SKU 240076
Light Scattering: 32 °
Operation Voltage: 24V @ 20mA
Wave Length: ~ 470nm
Brightness: 3000 mcd
Lens type: Clear glass
Color: Blue

Red
SKU 240072
Brightness: 3500 mcd
Wave Length: 625nm
Lens type: Clear glass
Operation Voltage: 24V @ 20mA
Color: Red
Light Scattering: 34 °

Green
SKU 240078
Lens type: Clear glass
Wave Length: ~ 525nm
Color: Green
Brightness: 5000 mcd
Light Scattering: 30 °
Operation Voltage: 24V @ 20mA

Yellow
SKU 240084
Wave Length: ~ 589nm
Lens type: Clear glass
Brightness: 3500 mcd
Color: Yellow
Light Scattering: 30 °
Operation Voltage: 24V @ 20mA

Orange
SKU 240086
Light Scattering: 30 °
Operation Voltage: 24V @ 20mA
Brightness: 3150 mcd
Wave Length: ~ 605nm
Lens type: Clear glass
Color: Orange

Xenon white
SKU 240074
Lens type: Diffuse
Operation Voltage: 24V @ 20mA
Light Scattering: 30°
Color: White 6500 k
Brightness: 3200 mcd

Pink
SKU 240088

https://www.matronics.eu//products/datasheet/240076
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